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SUBSURFACE INTRUSION DETECTION
SYSTEM

RELATED APPLICATION

This application is a non-provisional of U.S. Application
No. 61/151,084, filed Feb. 9, 2009 incorporated herein by
reference.

FEDERALLY SPONSORED RESEARCH

This invention was made by an agency of the United States
Government or under a contract with an agency of the United
States Government, Contract Number: Army—W9124Q-05-
C-0035.

BACKGROUND

This invention relates to security systems and more spe-
cifically to systems that can detect tunneling or other subsur-
face activity.

In many instances, it is desirable to secure a boundary. One
aspect of securing a boundary is surveillance, which entails
identifying when people or objects cross the boundary so that
unauthorized movement across the boundary can be pre-
vented. The boundary could be a national border, in which
case surveillance may be used to prevent smuggling or illegal
immigration. As another example, the boundary could be the
perimeter of a secured facility, in which case surveillance may
be used to prevent thieves or terrorists from gaining access to
the facility. Though, boundary surveillance may also be used
to prevent people from leaving a facility, such as a prison.

Various approaches are known for providing surveillance
along a boundary. A traditional approach has been to deploy
people along the boundary to observe activity. Electronic
monitoring has also been employed, including with video
cameras or heat detectors.

However, surveillance techniques that involve observing
someone or something crossing the boundary can be thwarted
by tunneling below the surface of the boundary. To detect
such subsurface activity, systems have been developed in
which vibration sensors are deployed along the boundary.
The outputs of the vibration sensors are taken as an indication
ofunderground activity and can therefore be used to detect the
digging of tunnels or activity within tunnels, which indicates
secretive attempts to cross the boundary. However, existing
systems have a high false alarm rate from acoustic, RF and
surface events.

SUMMARY

The inventors have recognized and appreciated that the
false alarm rate of a subsurface activity detection system can
be improved through the use of groups of vibration sensors
that are deployed with each group having at least a shallower
and a deeper sensor. Signal processing to compare relative
values for features of the vibrations at related times, detected
at each of these sensors provides an accurate indication of
subsurface activity. The features compared may include one
or more of amplitude, duration and frequency content of the
vibrations or other timing metrics or other frequency-domain
metrics, In some embodiments, for example, the features
compared are amplitude, duration and frequency content. The
processing distinguishes between surface activity and subsur-
face activity, thereby reducing the false alarm rate of the
system.
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In one aspect, the invention relates to a method of detecting
subsurface activity. The method includes receiving vibrations
with a first sensor positioned at a first depth relative to a
surface of the earth to generate a first signal and receiving
vibrations with a second sensor positioned at a second depth
relative to the surface of the earth to generate a second signal.
The second depth is greater than the first depth. An event is
detected based on a comparison of values of parameters rep-
resenting features of the vibrations during corresponding
time windows of the first signal and the second signal. An
output indicates detection of the event.

In another aspect, the invention relates to a system for
detecting underground activity. The system has a first sensor
located at a first depth below the surface of the ground and a
second sensor located at a second, deeper, depth below the
surface of the ground. The first sensor has a first output
indicative of vibrations at the first depth, and the second
sensor has a second output indicative of vibrations at the
second depth. A processor adapted to detect underground
activity compares values of parameters, such as those repre-
senting amplitude and frequency of signals at the first output
and the second output.

In yet another aspect, the invention relates to computer-
executable instructions encoded on a computer storage
medium. When executed, the computer-executable instruc-
tions implement a method of subsurface activity detection
that includes receiving a signal from each of a plurality of
vibration sensors positioned to measure vibrations of the
earth. The plurality of vibration sensors comprise at least an
upper sensor and lower sensor at a location. Each signal
represents a measured vibration measured with a respective
vibration sensor of the plurality of vibration sensors. As part
of the method, an interval is identified in which the signal
from the lower sensor and/or the upper sensor exceeds a
threshold. For the identified interval, an indication of signal
features, such as the amplitude, duration of a signal level
above a threshold and frequency content, of the signals from
the upper sensor and the lower sensor is computed and these
values are compared. An event is indicated based on the
comparison.

The foregoing is a non-limiting summary of the invention,
which is defined by the attached claims.

BRIEF DESCRIPTION OF DRAWINGS

The accompanying drawings are not intended to be drawn
to scale. In the drawings, each identical or nearly identical
component that is illustrated in various figures is represented
by a like numeral. For purposes of clarity, not every compo-
nent may be labeled in every drawing. In the drawings:

FIG. 1 is a sketch of a subsurface intrusion detection sys-
tem according to some embodiments of the invention;

FIGS. 2A and 2B illustrate time-domain signals detected
by a lower and an upper sensor, respectively, in the system of
FIG. 1,

FIGS. 3A and 3B represent frequency spectra associated
with the time-domain signals of FIGS. 2A and 2B, respec-
tively;

FIGS. 4A and 4B illustrate an approach to processing a
time-domain signal according to an alternative embodiment
of the invention;

FIG. 5 is a functional block diagram of processing of a
sensor signal according to some embodiments of the inven-
tion; and
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FIG. 6 is a functional block diagram of an intrusion detec-
tion system according to some embodiments of the invention.

DETAILED DESCRIPTION

FIG. 1 illustrates a subsurface intrusion detection system
100 that may accurately detect subsurface activity with a low
false alarm rate according to some embodiments of the inven-
tion. System 100 may be deployed along any suitable bound-
ary and may be used to detect subsurface activity indicative of
digging, unauthorized use of tunnels that pass under the
boundary or other surreptitious subsurface activities. System
100 may be employed along any suitable boundary, including
the border of a country, a perimeter of a secured facility, such
as a prison, or any other location where subsurface activity is
to be detected.

FIG. 1 illustrates a cross section through the earth 130
along the boundary. In this view, multiple vibration sensors,
110U, 110L, 112U, 112, 114U, 114L, 116U and 116L are
visible. Though FIG. 1 shows the sensors along the boundary,
it is not a requirement that the sensors be deployed on the
boundary. In some embodiments, the sensors may be posi-
tioned adjacent the boundary or at any other suitable location
where vibrations can be detected.

System 100 may include any suitable number of vibration
sensors. In this example, a total of eight sensors are illus-
trated. As illustrated, the sensors may be deployed in groups,
with multiple sensors in each group. In the example of FIG. 1,
four groups are shown, with each group containing two vibra-
tion sensors, an upper sensor and a lower sensor. As illus-
trated, sensors 110U and 110L form one group. Sensors 112U
and 112L form a second group. Sensors 114U and 1141 form
a third group, and sensors 116U and 1161 form a fourth
group.

In the embodiment of FIG. 1, the sensors of each group are
generally aligned vertically such that sensors within each
group are at different depths below surface 132. Accordingly,
sensors 1101, 1121, 1141, and 116L. are at a deeper depth than
sensors 110U, 112U, 114U and 116U, respectively. The spe-
cific depth of each sensor is not critical to the invention.
However, in some embodiments, the upper sensor in each
group may be buried below the surface 132 at a depth of
approximately one meter or less. In contrast, the lower sensor
of'each group may be buried below surface 132 at a depth of
three meters or greater. As one example, in some embodi-
ments, the lower sensor of each group may be buried approxi-
mately six to ten meters below surface 132. In some embodi-
ments, the vertical separation between the lower and upper
sensor or each group may be on the order of approximately
three meters or greater.

In the embodiment illustrated in FIG. 1, earth 130 includes
a surface layer 134, such as top soil, and a lower layer 136. In
some scenarios, upper layer 134 may propagate vibrations
differently than lower layer 136. In some embodiments, the
depth of the upper and lower sensors of each group may be
selected such that the upper sensor is within upper layer 134
and the lower sensor is within lower layer 136. This position-
ing may ensure that the upper sensors preferentially receive
vibrations associated with surface activities while the lower
sensors preferentially receive vibrations associated with sub-
surface activities. However, any suitable approach may be
used to determine relative positioning of the upper and lower
sensors of each group.

Groups of sensors may be arrayed along the border in any
suitable pattern. In some embodiments, groups are spaced by
a horizontal distance of approximately ten to twenty meters.
However, in some embodiments, greater separation between
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sensor groups may be possible. For example, in some
embodiments adequate signal levels may be achieved with a
separation between groups of sensors of forty to fifty meters.

Sensors may be installed by inserting them into holes bored
earth 130, though any suitable installation approach may be
used. In some embodiments vertical alignment of sensors in a
group may be achieved by inserting the group into the same
hole. However, vertical alignment is not a requirement. Hori-
zontally drilled holes can be used to install sensors at deeper
depths. Though, in the illustrated embodiment, the horizontal
spacing between sensors in a group is small relative to the
vertical distance between sensors in the group. Such spacing
allows all the sensors in a group to receive vibrations from an
event in the vicinity of the sensor group in most circum-
stances.

Any suitable sensors may be used. For example, commer-
cially available vibration sensors may be used in system 100.
Such sensors are known in the seismic exploration art and are
used, for example, for oil and other geological explorations.
Such sensors are sometimes called “geophones” or “acceler-
ometers.” These sensors have a high sensitivity to low fre-
quency seismic vibrations and can therefore detect even rela-
tively small vibrations associated with tunneling or other
subsurface activity. Though, it should be appreciated that
other vibration or sound transducers may be used. Also, it
should be appreciated that, in some contexts that the term
“seismic vibrations” means very low, subsonic frequencies
on the order of 10 Hz or less. However, in this context,
“seismic vibrations” refers to signals in the ground, which can
be at higher frequencies.

System 100 detects subsurface activity by processing sig-
nals output by each of the sensor groups. In the embodiment
illustrated, signal processing is performed within processor
120. Processor 120 may be any suitable computing device or
devices. Here, the outputs of all of the sensors are shown
processed in a single processor. However, in some embodi-
ments, separate processors may be provided for each sensor,
each group of sensors or for subsets of groups of sensors.

Inthe embodiment illustrated, the signals output by each of
the sensors are processed digitally. Accordingly, each sensor
is shown connected to data acquisition unit 118. Data acqui-
sition unit 118 may contain signal conditioning and digitizing
circuitry, as is known in the art, for acquiring signals from
seismic vibration sensors for digital processing.

In the example of FIG. 1, each of the sensors is wired to
data acquisition unit 118. However, it is not a requirement that
sensors be wired to a single data acquisition unit. In other
embodiments, multiple data acquisition units may be pro-
vided, each acquiring and digitizing the output of one or more
sensors. Moreover, it is not a requirement that the outputs of
the sensors be provided to processor 120 using a wired con-
nection, such as a connection made using a cable adapted to
carry electrical signals or a fiber optic cable adapted to carry
information encoded as light. As an example of a possible
variation, the outputs may be communicated wirelessly, using
any suitable radio technology. As further examples of pos-
sible variations in the data acquisition system, the sensor
outputs may be communicated using analog modulation tech-
niques, or the sensor outputs may be digitized and conveyed
to processor 120 using digital communication techniques.

Regardless of the mechanism by which sensor outputs are
communicated to processor 120, processor 120 may process
the sensor outputs to detect patterns of vibrations character-
istic of subsurface activity. In processing the signals, proces-
sor 120 may differentiate between patterns of vibration char-
acteristic of subsurface activity and patterns of vibration
characteristic of surface activities. For example, FIG. 1 illus-
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trates a tunnel 160. Digging of tunnel 160 and/or movement
of people or equipment within tunnel 160 are examples of
subsurface activity that system 100 may detect. Such activity
may indicate a surreptitious attempt to cross the boundary
protected by system 100. Activity in digging or moving
within tunnel 160 creates seismic vibrations 140 and 142,
which may be detected by sensors of system 100.

FIG. 1 also illustrates surface activity. In this example, a
truck 150 driving on surface 132 creates seismic vibrations
152. Vibrations 152 may also be detected by sensors of sys-
tem 100.

Processor 120 may be programmed to differentiate
between seismic vibrations, such as seismic vibrations 140
and 142, associated with subsurface activity and seismic
vibrations, such a seismic vibrations 152, associated with
surface activity. In some embodiments, processor 120 is pro-
grammed to differentiate between vibrations associated with
subsurface and surface activities based on relative character-
istics of the signals received at the upper and lower sensors of
each of the pairs. These relative characteristics may include
one or more of relative values of a first and a second signal
representing vibrations received at the upper and lower sen-
sor, respectively, of each pair. For example, these character-
istics may include one or more of relative amplitude of the
first and second signals, relative frequency content of the first
and second signals, relative time of values above respective
thresholds in the first and second signals, and relative duration
of values of the first and second signals above the respective
thresholds. Though, it should be appreciated that any suitable
characteristics may be used.

FIGS. 2A and 2B are graphs of detected signal character-
istics that illustrate processing that may be performed to
identify events associated with subsurface activity. FIG. 2A is
a sketch of a signal received at a lower sensor of a sensor
group. FIG. 2B is a sketch of a signal received at an upper
sensor in the corresponding sensor group.

The time domain signals in FIGS. 2A and 2B represent
sensor outputs during the same time interval. In these figures,
the sensor outputs are illustrated as a plot of signal energy
versus time. During the time interval illustrated, an event has
occurred, generating vibrations detected by the sensors and
reflected in the sensor output signals as illustrated. In the
signal of FIG. 2A, the event occurs at time T, and lasts for a
time AT.

An event may be recognized in a time domain signal in any
suitable way. In this example, the time domain signal energy
is computed and has a baseline value B, and the event may be
recognized by a substantial departure from the baseline value.
During event window 210A, the signal of FIG. 2A extends
above baseline B, by an amount A,;. A signal processing
system, such as processor 120 (FIG. 1), may detect an event if,
during some window of time, an average signal energy
exceeds a baseline value by more than a threshold amount.
For example, a threshold amount R may be established. Once
an event has been recognized because a signal value exceeds
the baseline B; by more than the threshold amount R, the
starting and ending time of the event may be identified such
that the event window 210A may be established.

Any suitable techniques may be employed to determine the
baseline value B, the threshold amount R and the starting and
ending times of the event window. As one example, the base-
line value B, may be determined by averaging values of the
received signal over a period of time that is long relative to the
duration of an event. As is known in the signal processing art,
such averaging may be achieved using a filter, which may be
implemented as either analog or digital filter. As another
example, the threshold R may be established in advance based
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on an expected magnitude of seismic vibrations associated
with subsurface activity indicative of unauthorized attempts
to tunnel across the boundary protected by system 100. Alter-
natively, the threshold R may be determined dynamically
based on measured vibration values. For example, the sensor
output may be monitored over a relatively long interval of
time. Variations in the signal amplitude when no event is
present may be represented as a statistical parameter, such as
the standard deviation. The threshold may be set as a multiple
of the standard deviation.

To establish the boundaries of event window 210A, once a
point in time is established where a detected signal level
exceeds the threshold R for a sufficient duration to constitute
an event, points at which the received signal departs from the
baseline before threshold crossing and returns to the baseline
value after that threshold crossing may be identified. These
points may be taken as the beginning and the end of the event.
However, any suitable techniques may be employed for iden-
tifying events and event windows, including signal process-
ing techniques that are known in the art.

Once an event window is established based on the output of
the lower sensor in a group, a corresponding event window
may be identified in the signal output by the upper sensor in
the group. FIG. 2B illustrates an event window 210B estab-
lished for a signal output by the upper sensor of a group. As
can be seen, in FIG. 2B, during the event window 210B, the
signal received at the upper sensor is above the baseline B,
that can be established for the upper sensor by a maximum
amount A,.

In the example illustrated, event windows 210A and 210B
occur at approximately the same time. However, event win-
dow 210B may occur at a slightly later time than event win-
dow 210A. Such a condition may occur, for example, if the
event is triggered by subsurface activity closer to the lower
sensor than to the upper sensor. In this scenario, the propaga-
tion time from the source of the seismic vibrations to the
upper sensor will be longer than the propagation time to the
lower sensor. Of course, if the event giving rise to the seismic
vibration is closer to the upper sensor than to the lower sensor,
the event window and the output of the upper sensor may
occur before the event window and the output of the lower
sensor. Though, this may not always be the case because the
propagation velocity of a seismic vibration may be faster in
the deeper layer such that a surface event may generate an
output at the deeper sensor before an output at the upper
Sensor.

In the example illustrated in FIG. 2B, the output of the
upper sensor stays above the baseline B, for longer than the
time AT. This condition may result from smearing or disper-
sion of the vibration signals as they propagate through earth
130. Accordingly, the event window required to capture the
event signal at the upper sensor may be different than the
event window required to capture the event signal at the
output of the lower sensor. Signal processing techniques
could be employed to separately identify and correlate event
windows for signals output by the upper and lower sensors.
However, because the event windows occur at approximately
the same time for sensors that are deployed as a group, in
some embodiments, a suitable event window may be estab-
lished for both signals. Once an event is detected, the event
windows for both the lower and upper sensor signals can span
the same time interval if the window is long enough to capture
an adequate portion of an event signal in both sensor outputs
to allow a comparison to be made between the signal charac-
teristics associated with an event in the output of the lower
sensor and the output of the upper sensor. Such a selection, for
example, may be made by defining an event window that is
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long enough to reflect any differences in propagation time or
signal smearing between the upper and lower sensors. An
event window may be expressly identified. However, sensors
may identify signals by measuring the duration of the energy
envelop that exceeds a threshold above the background level
on both the upper and lower sensors.

A comparison of the signals in FIGS. 2A and 2B illustrates
processing that can be performed to generate features that can
be used to classify an event as one associated with surface
activity or subsurface activity. One such parameter is the
starting time of a detected event window. As noted above,
when a subsurface event occurs, the source of seismic vibra-
tions associated with that event is likely closer to the lower
sensor in sensor groups near the subsurface activity. The path
from the source of seismic vibrations to the lower is also in the
deeper layer, which has faster velocity. As aresult, the starting
time T, of an event window, such as event window 2104, is
before a corresponding starting time T, of an event window
210B. As a result, a relative difference in starting times
between corresponding event windows in the outputs associ-
ated with a lower sensor and an upper sensor in a sensor group
may provide an indication that a detected event should be
classified as an event associated with subsurface activity.

Another parameter that may be used to classify events is
the relative amplitude of the event signals received at the
lower sensor and the upper sensor in a sensor group. For
example, the signal of FIG. 2 A departs from its baseline B, by
an amount A |. In contrast, the signal of FIG. 2B departs from
its baseline B, by an amount A,. In the scenario illustrated in
FIGS. 2A and 2B showing the output produced in response to
the same event, the change in amplitude A, is larger for the
lower sensor than the change in amplitude A, for the upper
sensor. Without being bound by any particular theory of
operation, such a difference in amplitude may occur because
of the relatively larger attenuation of seismic vibrations in
upper layer 134 in comparison to the attenuation of the vibra-
tions in lower layer 136. Vibrations initiated by activity in
lower layer 136, such as vibrations 140 and 142, must travel
through atleast a portion of upper layer 134 to reach one of the
upper sensors, such as upper sensors 110U, 112U, 114U and
116U. Vibrations propagating to one of the lower sensors,
such as 110L, 1121, 114L or 1161, do not travel through
upper layer 134 and therefore may be attenuated less. These
vibrations from subsurface activity are likely to have a larger
amplitude upon reaching the lower sensor of a sensor group
than they do upon reaching an upper sensor of the same group.
In contrast, vibrations, such as vibrations 152 caused by sur-
face activity must travel at least partially through upper layer
134 to reach either the upper or lower sensor of any of the
sensor groups. As a result, vibrations are unlikely to give rise
to signal events in which the change in amplitude is greater for
the lower sensor than for the upper sensor. Thus, relative
amplitude, in comparison to respective baselines, of signals at
the upper and lower sensors of a group may be one parameter
used in classifying signals as being associated with a subsur-
face event. Alternatively or additionally, a comparison of
absolute signal levels of detected vibrations between the
upper and lower sensors may be a parameter. Such a compari-
son may be made in either the time or the frequency domain.

FIGS. 3A and 3B illustrate other parameters that may be
used to classify event signals as being associated with sub-
surface activities. FIGS. 3A and 3B illustrate frequency spec-
tra of the time domain signals of FIGS. 3A and 3B, respec-
tively, during an interval of time that includes an event
window. A frequency spectra may be generated from a time
domain signal in any suitable way. For signals that are pro-
cessed digitally, one approach for generating a frequency
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spectrum from a time domain signal is called a fast fourier
transform (FFT). However, any suitable time to frequency
domain transform may be used in processing signals received
by the sensors.

A comparison of FIGS. 3A and 3B illustrates characteris-
tics in the frequency domain that may be used to classify an
event signal as one associated with subsurface activity.

A time domain signal is generally made up of energy at
multiple frequencies. The frequency spectrum associated
with the time domain signal is an indication of the frequencies
at which that energy occurs. In the spectrum of FIG. 3A,
substantial portions of that energy appears in the spectral
window 310A, which extends from alower frequencyF,,,;,,; to
an upper frequency F, ;. Similarly, in the spectra of FIG.
3B, substantial amounts of the energy occur at frequencies in
the spectral window 310B, which extends from frequency
FintoF,, o

Spectral windows, such as 310A and 310B, may be iden-
tified in the frequency spectra in any suitable way. For
example, as with processing of time domain signals, a base-
line value can be identified and the boundaries of a spectral
window can be determined by identifying frequencies at
which the spectral energy exceeds the baseline by some
threshold amount. Other, techniques as are known in the art
for identifying a spectral window may also be suitable. Appli-
cants have recognized and appreciated that subsurface activ-
ity generates sensor output signals having a frequency spectra
in which the signal energy is concentrated in a range of
frequencies, indicated in FIGS. 3A and 3B as spanning from
afrequency of F; ,to F;. Insome embodiments, F; , is above
50 Hz and F; is below 500 Hz. For example, the lower
frequency of the range may be approximately 80 Hz. Though,
in some embodiment, 100 Hz may be used as the lower
frequency in the range. Similarly, 400 Hz or 350 Hz may be
taken as the upper end of the range. Though, in some embodi-
ments, 300 Hz may be taken as the upper limit of the range. As
a specific example, 100-300 Hz may be taken as the range of
frequencies characteristic of subsurface activity. Accord-
ingly, if the frequency spectrum generated from an event
extracted from a time domain signal is concentrated in the
range of frequencies associated with subsurface activities, a
further indication is provided that the detected signal event is
associated with subsurface activity.

Frequency domain parameters indicating that the spectral
window associated with an event falls within the range of
frequencies associated with subsurface activity may be used
to classify an event signal as the result of subsurface activity
or not associated with subsurface activity. Any suitable fre-
quency domain parameter may be used for such classifica-
tion. In some embodiments, such parameters may be obtained
by processing only the spectrum associated with an output
from a lower sensor in a group. However, in other embodi-
ments, parameters derived from spectra associated with mul-
tiple sensors in a group may be used to classify an event as
either a subsurface event or not a subsurface event.

One frequency domain parameter that may be used in
classifying event signals is the amount of the spectral window
310A that overlaps the range of frequencies expected for
vibrations generated by subsurface activities. Such a deter-
mination may be made in any suitable way. For example, a
determination may be made whether the center frequencyF
falls within the expected range between F; , and F,,,. As an
alternative, the total percentage of the spectral energy of the
spectrum of FIG. 3 A falling in the range between F, ,and F,,
may also be used for classifying event signals. Though, other
parameters are possible. For example, the percentage of spec-
tral window 310A falling in the range between F, , and F,;;
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may also be used in classifying event signals, with higher
percentages indicating a higher likelihood that a detected
event is associated with substantial activity.

Another characteristic that may be used in classifying
event signals is the relative frequency of an event signal as
detected at the lower sensor of a group relative to the upper
sensor of a group. As can be seen by comparing FIGS. 3A and
3B, the spectrum of the event as detected by the lower sensor
has energy at higher frequencies than the spectrum associated
with the upper sensor, as illustrated in FIG. 3B. While not
being bound by any particular theory, lower layer 136 of the
earth may be more densely packed than upper layer 134.
Accordingly, lower layer 136 may propagate higher fre-
quency seismic vibrations better than upper layer 134. As a
result, vibrations, such as vibrations 140 and 142 emanating
from within lower layer 136, will travel through layer 136 to
the lower sensors of each sensor group. To reach the upper
sensor of a group, the vibration signals pass through upper
layer 134. In upper layer 134, the higher frequency compo-
nents to the vibration signals may be attenuated to a greater
extent than lower frequency components and less than the
higher frequency component of the signals propagating to the
lower sensor. Consequently, the spectrum of the vibrations
received at the upper sensor of each group has less higher
frequency components than the vibration signals received at
the lower sensor of the corresponding sensor group.

For a vibration signal 152 emanating at the surface 132, the
vibration signal will travel to an upper sensor 114U mostly in
the upper layer 134, and only a portion of the path length in
the upper layer to reach the lower sensor 114L of the corre-
sponding sensor group. As the distance from the surface
source to the sensor group increases, a proportionally higher
proportion of the path to the upper sensor is in the upper layer
compared to the path to the lower sensor. Because of the
additional travel through the upper layer 134, the attenuation
of the high frequency components will be significantly
greater for signals at the upper sensor than for the signals
travelling to the lower sensor in the group. Accordingly, a
parameter reflecting the relative amount of high frequency
components associated with an event signal as detected at the
lower sensor of a group relative to the event signal as detected
at an upper sensor of a group may be used in classifying the
event as associated with a subsurface event.

Any suitable parameter may be used to represent the rela-
tive amount of high frequency content in an event signal
detected at a lower sensor of a group and the upper sensor of
a group. A comparison of FIGS. 3A and 3B illustrate some
parameters that may be used. As one example, FIG. 3A shows
that spectral window 310A extends to a frequency F, 5,
while spectral window 310B extends only to an upper fre-
quency F,,, . Accordingly, the relative values of the upper
limits of spectral windows may be used as a parameter in
classifying event signals.

As another example, FIGS. 3A and 3B illustrate that the
spectrum of FIG. 3 A associated with a lower sensor of a group
has a spectral window with a center frequency F, that is
higher than the center frequency F -, of the spectral window
310B associated with the event signal detected by the upper
sensor of the group. Accordingly, a ratio between center fre-
quencies may alternatively or additionally be used as a
parameter in classifying event signals. Alternately, a ratio
between spectral energies summed in a specified band may be
used in classifying event signals.

The foregoing are examples of parameters that may be used
in classifying event signals. However, any suitable frequency
domain parameters may be used. Other suitable spectral fea-
tures that may be computed include total spectral energy,

20

25

30

35

40

45

50

55

60

65

10

center of gravity, spectral variance, spectral skewness, spec-
tral kurtosis and frequency of highest energy.

Different or additional time domain parameters similarly
may be used in classifying event signals. As described above,
a ratio of maximum amplitude of an event signal received at
an upper sensor and a lower sensor may yield a parameter for
classifying event signals. As described above in connection
with FIGS. 2A and 2B, a normalized amplitude may be used
for the comparison. A normalized amplitude results by oft-
setting each signal by its own base line, B, and B,, respec-
tively. Though, other normalization approaches may be used.

FIGS. 4A and 4B illustrate an alternative parameter that
may be used for classification. As shown, the area under the
signal curve during an event window may be computed for the
signals output by each sensor in a sensor group. For example,
FIG. 4A illustrates a sensor output with an event window
starting at T, . The area 410 under the signal curve during that
event window is illustrated in FIG. 4B. In some embodiments,
a parameter useful in classifying event signals may be
obtained by taking the ratio of signal areas during an event as
measured at an upper sensor and a lower sensor. As with the
embodiments in FIGS. 2A and 2B, the area, such as area 410,
may be computed on a normalized signal. In the example of
FIG. 4B, area 410 includes only the area above the base line
and is therefore normalized.

Other parameters alternatively or additionally may be com-
puted for time domain signals and used for classifying events.
For example, time domain zero crossings of detected events,
simultaneous rate of detection and long term rate of detection
of events may be computed for time domain signals. These
parameters may then be used in classifying events as related
to subsurface activity or not.

In some embodiments, prior to comparing parameters of
either time domain signals or frequency domain spectra asso-
ciated with identified events, suitable signal processing may
be performed. The processing may compensate for noise,
differences in sensor gain, or other factors that may effect
either the amplitude or spectral content of an electronic signal
representing detected vibrations. Further, the inventors have
recognized and appreciated that different types of subsurface
activities may occur such that accurate detection with a low
false alarm rate may be facilitated by separating sensor output
into at least a transient component and a continuous wave
component prior to detecting and classifying events. While
not being bound by any particular theory of operation, the
inventors have recognized that some subsurface activities
generate impulsive event signals while other types of subsur-
face activities generate continuous wave signals. For
example, hand digging may generate impulsive vibration sig-
nals. In contrast, drilling may generate a continuous signal
over an event window. Separately identifying and classifying
continuous wave and transient signals may increase the accu-
racy with which subsurface activities may be detected.

FIG. 5 illustrates an example of processing that may be
performed on an output of a sensor to separate it into continu-
ous wave signal and transient signal components. In system
100 (FIG. 1), the processing illustrated in FIG. 5 may be
performed for each sensor output signal.

FIG. 5 is a functional block diagram of the processing to be
performed on each sensor output. The processing represented
by each block in FIG. 5 may be performed by a circuit within
processor 120. Alternatively, some or all of the functions
illustrated in FIG. 5 may be performed based on program-
ming of a special purpose processor, such as a digital signal
processor chip, contained within processor 120. As a further
alternative, some or all of the functional blocks illustrated in
FIG. 5 may be implemented by software programming of a
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general purpose processor. Accordingly, the specific means
for processing a signal is not critical to the invention.

In the embodiment of FIG. 5, a sensor output may be first
processed within block 510 to generate a frequency spectrum
for the background noise. In the embodiment illustrated, a
normalized frequency spectrum is generated.

Within block 510, in this example, the sensor output is first
transformed into the frequency domain by processing at
block 512. Block 512 computes a fast Fourier transform
(FFT) of the signal. In this example, the FFT computed at
block 512 is based on N1 points.

In the embodiment illustrated, the input from the sensor
received at block 512 is in the form of periodic samples. For
an N1 point FFT, N1 samples may be input into block 512. As
samples are received from a sensor, block 512 processes them
in sequential groups of size N1. The value of N1 may depend
on a desired frequency resolution for processing in the fre-
quency domain and may be selected using techniques as are
known in the art or in any other suitable way.

In system 100 (FIG. 1), samples are taken continuously
over time such that the boundary may be continuously moni-
tored. Accordingly, block 510 will continuously output val-
ues representing the frequency spectrum of the sensor output
over an interval in which N1 successive samples are taken.
This frequency spectrum will be recomputed as new groups
of N1 samples are provided to block 510.

Processing within block 510 normalizes each computed
frequency spectrum by an estimate of the background noise.
In this example, the frequency spectrum is normalized based
on an estimate of the median smoothed, time averaged spec-
trum. To compute a median spectrum estimate, the outputs of
block 512 are processed beginning at block 513.

At block 513, the outputs of block 512, the complex coef-
ficients, are squared and then the square root of these values
are computed. In the example of FIG. 5 in which an N1 point
FFT is computed, block 512 will have N1 outputs. Each
output may be separately processed at block 513. Accord-
ingly, block 513 represents frequency components, as com-
puted by the FFT in block 512, all of which are positive real
values.

The frequency components from block 513 are processed
at block 514, where a median smoothed frequency spectrum
is identified. For each FFT computed at block 512, a different
median spectrum may be identified at block 514.

At block 516, the successive median smoothed spectra
computed at block 514 are averaged over time. In this
example, alog-average functionisused. Though, any suitable
averaging function may be employed.

As the log-average computed at block 516 changes, the
median spectrum background noise estimate may be updated
as a result of processing at block 518. When the estimate of
the median spectrum estimate changes, processing at block
518 may alter the processing at block 525 such that the nor-
malization performed at block 525 will be based on the
updated median spectrum estimate.

Any suitable approach may be used at block 525 to nor-
malize the frequency spectrum computed at block 512 based
on the estimate of the background noise spectrum. As one
example, the frequency components computed at any given
time could be divided by the averaged median spectrum. This
process is sometimes called “whitening.” Though, any suit-
able normalization processing may be used, including nor-
malization processing as is known in the art may be used.

Once a normalized spectrum is computed at block 525, the
spectrum may be provided to block 530 where a continuous
wave signal is extracted. In the example illustrated, process-
ing at block 530 is performed using a frequency spectrum
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with the same frequency resolution used for processing in
block 510. If a different frequency resolution is desired, a
frequency spectrum with a different number of points may be
generated by performing an inverse FFT of order N1 on the
output of block 525 to regenerate a time domain signal. That
time domain signal could then be converted to a frequency
spectrum of any desired resolution by performing an FFT
with a number of points providing the desired frequency
resolution. However, such processing is not illustrated in F1G.
5 for simplicity.

In the embodiment illustrated in FIG. 5, block 530 identi-
fies a continuous wave signal by first squaring the frequency
components of the normalized spectrum at block 532. This
step converts the frequency spectrum to a power spectrum. At
block 534 the median values of the components of the power
spectrum are computed at block 534. At block 536 continuous
wave signals are detected. Any suitable approach may be used
to detect continuous wave signals. As one example, continu-
ous wave signals may be detected by identifying frequency
components that have a relatively large power compared to
the median smoothed spectrum and persist over relatively
long periods of time.

Regardless of the manner in which a continuous wave
signal is detected, the sensor output values being output at a
time when a continuous wave signal is detected may be
recorded as representative of the continuous wave signal.
That continuous wave signal may be output for further pro-
cessing. As described above, the signals may be processed to
identify events and derive parameters associated with the
event signals. The parameters may then be used for classify-
ing the event as one associated with subsurface activity or an
event associated with some other source of seismic vibra-
tions.

Additionally, the detected continuous wave signal may be
used in identifying a transient portion of the signal output by
a sensor. Accordingly, FIG. 5 illustrates further processing of
the power spectrum of the sensor output. At block 538, spec-
tral shaping is performed. This spectral shaping may modify
the power spectrum to better represent a transient signal.
Processing at block 538 may remove from the power spec-
trum frequency components associated with a detected con-
tinuous wave signal. Additionally, processing at block 538,
for example, may include band pass filtering to emphasize
frequency components in the range associated with subsur-
face activities. Such filtering may be performed, for example,
by removing from the power spectrum frequencies outside of
the range F, , to F; , defining the range of frequencies asso-
ciated with subsurface activity. Also, power line frequencies,
or frequencies associated with other known or anticipated
noise sources, may be removed.

Regardless of the specific processing performed at block
538, the resulting spectrum may be converted to a time
domain signal. Accordingly, FIG. 5 illustrates the output of
block 538 being provided to block 540 where an inverse fast
fourier transform (IFFT) is performed.

The resulting time domain signal is provided to block 550
where processing to identify a transient signal is performed.
Any suitable mechanism may be used to identify a transient
signal. Moreover, that processing may be performed in either
the time domain or the frequency domain. FIG. 5 illustrates
processing in the frequency domain and also indicates an
alternative processing path in which processing is performed
in the time domain.

For processing in the frequency domain, the signal input to
block 550 is applied to block 552 where an FFT is performed.
In this example, the FFT performed at block 552 has N2
points. Performing an inverse FFT at block 540 followed by
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an FFT at block 552 allows frequency domain processing
within block 550 to be performed at a different frequency
resolution than is used to detect a continuous wave signal in
block 530. In embodiments in which the same resolution is
desired, the FFT performed at block 552 may be omitted and
frequency domain processing may be based on the frequency
spectrum computed at block 538. Accordingly, it should be
recognized that FIG. 5 depicts processing according to some
embodiments, but other embodiments are possible.

Regardless of the manner in which the frequency spectrum
used to detect a transient signal is generated, the spectrum
may be processed at block 554. At block 554, frequency
components of the spectrum are aggregated into multiple
frequency bands, each band containing adjacent frequency
components in a sub-range of frequencies for which a spec-
trum is generated. In this example, the spectral power in each
band is derived by summing the energy of the frequency
components within the band.

At block 556, each band may be processed to determine
whether the signal in the band exceeds a threshold. The
threshold for each band may be determined in any suitable
way. In the embodiment illustrated, the threshold is deter-
mined by tracking for each frequency band a mean and stan-
dard deviation of band energy as successive groups of
samples are processed. A frequency band may be deemed to
exceed the threshold when, at any given time, the summed
value for the band exceeds the mean by more than a set
parameter times the standard deviation. The number and/or
distribution of frequency bands exceeding their respective
thresholds at any given time may be used to determine
whether a transient signal is present.

Processing at block 558 may recognize a pattern of fre-
quency bands exceeding their respective thresholds that indi-
cates a transient signal is present. For example, a transient
signal may have frequency components over a wide fre-
quency range. Accordingly, processing at block 558 may
identify a transient signal when the power in a large percent-
age of the frequency bands defined at block 554 exceeds the
thresholds for the frequency bands. Though, any suitable
criteria may be defined for detecting a transient signal.

When, as indicated by processing at block 558, a transient
signal is detected, the time domain samples input to block 510
that gave rise to the indication of a transient signal may be
processed, as described above in conjunction with FIGS. 2A,
2B, 3A and 3B to identify features to characterize whether the
transient signal indicates a subsurface event.

FIG. 5 also indicates an alternative approach for detecting
atransient signal, which may be used instead of or in addition
to the processing at blocks 552, 554, 556 and 558. In this
example, processing at blocks 562, 564, 566 and 568 is per-
formed in the time domain. Like the frequency domain pro-
cessing described above, time domain processing may also
produce an indication of a transient signal in the sensor out-
put.

The time domain processing may begin at block 562 where
the time domain signal generated as a result of the inverse
fourier transform computed at block 540 is processed. At
block 562, that time domain signal may be squared, to gen-
erate a value representative of signal power. The squared
signal may then be filtered by a low pass filter at block 564.
The filtered signal may then be compared to a threshold at
block 566. Processing at block 568 may indicate a transient
signal has been detected when the filtered signal exceeds a
threshold.

In this example, low pass filtering at block 564 may serve
to remove noise. Thresholding at block 566 may be based on
an observed range of the filtered signal. As with processing at
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block 556, the threshold in block 566 may be set by comput-
ing the mean and standard deviation of the time domain
signal. Regardless of the manner in which the threshold is
determined at block 566, if the threshold is exceeded, block
568 may output an indication that a transient signal has been
detected.

The processing illustrated in FIG. 5 may be performed for
each sensor in each sensor group. The resulting output signals
may be processed to determine whether the detected event
signals are associated with subsurface activity. Further pro-
cessing may indicate whether the subsurface activity consti-
tutes an unauthorized attempt to cross the boundary protected
by system 100. Processing may also identify the location of
the activity, which may be provided along with an indication
that unauthorized subsurface activity has been detected.

FIG. 6 illustrates an example of processing of signals out-
put by multiple sensor groups to produce an alarm when
unauthorized subsurface activity is detected. FIG. 6 shows
outputs from sensors in each group being initially processed
separately. For simplicity, two sensor groups, each containing
a pair of sensors, is illustrated. Here sensors 110U and 110L,
forming one sensor group, and sensors 116U and 1161, form-
ing a second sensor group, are illustrated. However, any num-
ber of sensor groups may be included in a system. In the
embodiment illustrated, processing within each sensor group
is the same. Accordingly, processing of only the sensor group
containing sensors 110U and 110L is illustrated.

The outputs of each sensor in a group may be processed as
indicated in block 610A. In the embodiment illustrated in
FIG. 6, the output of each sensor in a group is first processed
separately to identify continuous wave and transient signal
components. Accordingly, block 610A includes processing at
block 530, to detect continuous wave signals in the output of
upper sensor 110U. Similar processing is performed at block
530, to detect continuous wave signals in the output of lower
sensor 110L.. At block 550, processing is performed to detect
transient signals in the output of upper sensor 110U. Corre-
sponding processing is performed at block 550, to detect
transient signals in the output of lower sensor 110L. Process-
ing at blocks 530, and 530, may be as indicated in block 530
(FIG.5). Similarly, processing at block 550, and 550, may be
performed as described above in connection with block 550
(FIG. 5).

When a continuous wave signal representing an event is
detected, the continuous wave components of the upper and
lower sensor outputs may be provided to block 612 for pro-
cessing. Likewise, when a transient signal is detected at block
550, or block 550, the transient signal components associated
with the sensors in the sensor group are provided to block 614
for processing.

As described above in conjunction with FIGS. 2A, 2B, 3A
and 3B, when an event is detected in a sensor output signal,
signal features may be generated for classifying the event as
associated with subsurface activity or not associated with
subsurface activity. These features may include time domain
metrics, such as time of the event, duration of the event, and
amplitude of the signal energy detected during the event, or
frequency domain metrics, such as high frequency content.
As a specific example, the features may be amplitude, dura-
tion and frequency content of vibrations received as part of an
event. Though, any combination of one or more of these or
other suitable features may be used. These metrics may be
used directly to represent the features or may be used with
additional processing steps, such as smoothing, filtering,
scaling or determining relative values of these metrics at the
upper and lower sensors.
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Regardless of the specific features used for classification,
processing to make the classification may be performed at
block 612 when a continuous wave even signal is detected and
at block 614 when a transient event signal is detected. The
processing may be performed using known classification
techniques. Separate classification techniques may be used
for transient and continuous signal components.

As one example of a suitable approach, processor 120 may
be programmed to assign an event to a class based on a range
of parameter values associated with the signal. Ranges of
parameter values useful for classifying a signal as associated
with subsurface activity may be derived in any suitable way.
One approach for deriving ranges of parameter values is
processing of a set of event signals, with some signals in the
set known to be represent subsurface activities and others
representing other types of seismic events. This set of signals
may be used as a “training set” such that ranges of parameter
values that occur in most of the signals representing subsur-
face activities and do not occur in many of the other signals in
the training set can be identified. Though, other types of
classification alternatively or additionally may be used. For
example, rule based classification can be performed using
rules that are defined heuristically or in any other suitable
way.

Any number of classes may be identified. In some embodi-
ments, two classes may be identified for each signal compo-
nent—signals associated with unauthorized subsurface activ-
ity to be detected and signals not associated with
unauthorized subsurface activity. In other embodiments,
more classes may be used. For example, classifications may
be developed for multiple types of unauthorized subsurface
activity. For example, different classifications may be
develop for activities such as digging a tunnel and activities
such as movement in a tunnel that has already been dug.
Similarly, multiple classifications may be developed for
activities that do not represent unauthorized subsurface activ-
ity. For example, different classifications may be develop for
surface activities and naturally occurring seismic activity.
Similarly, multiple classifications may be developed, each
representing a different type of surface activity. Accordingly,
the invention is not limited by the number and type of classi-
fications used.

Regardless of the specific approach used for classification
at blocks 612 and 614, when processing at block 612 or 614
classifies an event as being associated with subsurface activ-
ity, the event may be further processed at block 620. As
indicated in FIG. 6, processing at block 620 receives inputs
based on processing of each sensor group. Processing at block
620 may recognize patterns of sensor outputs representing an
intrusion or other unauthorized subsurface activity by aggre-
gating indications of events across multiple sensor groups and
over a period of time.

Any suitable processing may be used at block 620 to rec-
ognize patterns over time or across multiple sensor groups
indicating an intrusion. For example, tunneling under a
boundary should result in concurrent detection of events at
multiple sensor groups. Because the location of the tunnel is
stationary, events associated with activity in the tunnel should
repeatedly effect the same sensor groups. In contrast, a
vehicle driving across the surface may effect different sensor
groups over time. Accordingly, persistence and location of
event signals may be used as a discriminator at block 620 to
recognize patterns of event signals indicative of a subsurface
intrusion.

Timing of event signals, particularly impulsive signals,
may also be used to identify subsurface activity indicating an
intrusion. For example, even though digging is an impulsive
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activity, the impulsive activities associated with digging a
tunnel are likely to recur in a detectable pattern. Processing at
block 620 may alternatively or additionally process the out-
puts of the sensor groups to identify repetitive impulsive
activity indicative of an intrusion or other unauthorized sub-
surface activity.

Once unauthorized subsurface activity is detected, pro-
cessing at block 630 may be used to localize the source of the
unauthorized subsurface activity. Processing at block 630
may determine the location of subsurface activity based on
the sensor groups that detect events associated with that activ-
ity. For example, FIG. 1 indicates that vibrations associated
activity within tunnel 160 will be detected by the sensors such
as 1121 and 114L. Processing at block 630 may identify the
location of tunnel 160 between the locations of sensors 1121
and 114L.

Regardless of how unauthorized activity is detected and
localized when such activity is detected, the system may
produce an alarm output. The alarm output may indicate that
a pattern of subsurface activity indicative of a subsurface
attempt to cross a protected boundary has been detected. The
location of the detected activity may optionally be provided
as part of the alarm to facilitate investigation of the alarm.

By identifying events associated with subsurface activity
based on parameters that include values characterizing a com-
parison between outputs of an upper and lower sensor, the
resulting output may accurately indicate unauthorized sub-
surface activity with a relatively low false alarm rate.

Having thus described several aspects of at least one
embodiment of this invention, it is to be appreciated that
various alterations, modifications, and improvements will
readily occur to those skilled in the art.

For example, each group of sensor is illustrated to have
only two sensors. In some embodiments, additional sensors
may be present in some or all of the groups. If more than two
sensors are present, processing as described above in connec-
tion with pairs of sensors may be performed using two sensors
ata time. Alternatively, outputs of sensors may be aggregated
to produce composite signals representative of shallower and
deeper vibration. Alternatively, pattern classifiers used to
identify signals representative of subsurface activities may be
expanded to reflect the possibility of sensors at intermediate
depths between the upper and lower sensors. Such classifiers
could, for example, identify a subsurface event when sensor
outputs indicate monotonically increasing amplitude and
center frequency with increasing depth or monotonically
increasing at least to a depth at which a tunnel may be present.

As another example, signal conditioning may be employed
prior to or in conjunction with signal processing as illustrated
in FIGS. 5 and 6. For example, once a source of seismic
vibration unrelated to unauthorized subsurface activity is
detected, a signal processing may be employed to remove the
effects of such known signal sources. For example, electric
machinery located near a boundary may generate vibrations
at harmonics of 60 Hz. These harmonics may be removed
from the sensor output signals using any suitable approach.
For example, a notched filter may be used for each sensor
output before the sensor output is applied to block 510 (FIG.
5) for processing. Alternatively or additionally, the spectral
components associated with known sources of vibration may
be removed following the FFT performed at block 512 or at
any other suitable point during signal processing.

Such alterations, modifications, and improvements are
intended to be part of this disclosure, and are intended to be
within the spirit and scope of the invention. Accordingly, the
foregoing description and drawings are by way of example
only.
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The above-described embodiments of the present inven-
tion can be implemented in any of numerous ways. For
example, the embodiments may be implemented using hard-
ware, software or a combination thereof. When implemented
in software, the software code can be executed on any suitable
processor or collection of processors, whether provided in a
single computer or distributed among multiple computers.

Further, it should be appreciated that a computer may be
embodied in any of a number of forms, such as a rack-
mounted computer, a desktop computer, a laptop computer, or
a tablet computer. Additionally, a computer may be embed-
ded in a device not generally regarded as a computer but with
suitable processing capabilities, including a Personal Digital
Assistant (PDA), a smart phone or any other suitable portable
or fixed electronic device.

Also, a computer may have one or more input and output
devices. These devices can be used, among other things, to
present a user interface. Examples of output devices that can
be used to provide a user interface include printers or display
screens for visual presentation of output and speakers or other
sound generating devices for audible presentation of output.
Examples of input devices that can be used for auser interface
include keyboards, and pointing devices, such as mice, touch
pads, and digitizing tablets. As another example, a computer
may receive input information through speech recognition or
in other audible format.

Such computers may be interconnected by one or more
networks in any suitable form, including as a local area net-
work or a wide area network, such as an enterprise network or
the Internet. Such networks may be based on any suitable
technology and may operate according to any suitable proto-
col and may include wireless networks, wired networks or
fiber optic networks.

Also, the various methods or processes outlined herein
may be coded as software that is executable on one or more
processors that employ any one of a variety of operating
systems or platforms. Additionally, such software may be
written using any of a number of suitable programming lan-
guages and/or programming or scripting tools, and also may
be compiled as executable machine language code or inter-
mediate code that is executed on a framework or virtual
machine.

In this respect, the invention may be embodied as a com-
puter readable medium (or multiple computer readable
media) (e.g., a computer memory, one or more floppy discs,
compact discs, optical discs, magnetic tapes, flash memories,
circuit configurations in Field Programmable Gate Arrays or
other semiconductor devices, or other tangible computer stor-
age medium) encoded with one or more programs that, when
executed on one or more computers or other processors, per-
form methods that implement the various embodiments of the
invention discussed above. The computer readable medium
or media can be transportable, such that the program or pro-
grams stored thereon can be loaded onto one or more different
computers or other processors to implement various aspects
of the present invention as discussed above.

The terms “program” or “software” are used herein in a
generic sense to refer to any type of computer code or set of
computer-executable instructions that can be employed to
program a computer or other processor to implement various
aspects of the present invention as discussed above. Addition-
ally, it should be appreciated that according to one aspect of
this embodiment, one or more computer programs that when
executed perform methods of the present invention need not
reside on a single computer or processor, but may be distrib-
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uted in a modular fashion amongst a number of different
computers or processors to implement various aspects of the
present invention.

Computer-executable instructions may be in many forms,
such as program modules, executed by one or more comput-
ers or other devices. Generally, program modules include
routines, programs, objects, components, data structures, etc.
that perform particular tasks or implement particular abstract
data types. Typically the functionality of the program mod-
ules may be combined or distributed as desired in various
embodiments.

Also, data structures may be stored in computer-readable
media in any suitable form. For simplicity of illustration, data
structures may be shown to have fields that are related through
location in the data structure. Such relationships may likewise
be achieved by assigning storage for the fields with locations
in a computer-readable medium that conveys relationship
between the fields. However, any suitable mechanism may be
used to establish a relationship between information in fields
of'a data structure, including through the use of pointers, tags
or other mechanisms that establish relationship between data
elements.

Various aspects of the present invention may be used alone,
in combination, or in a variety of arrangements not specifi-
cally discussed in the embodiments described in the forego-
ing and is therefore not limited in its application to the details
and arrangement of components set forth in the foregoing
description or illustrated in the drawings. For example,
aspects described in one embodiment may be combined in
any manner with aspects described in other embodiments.

Also, the invention may be embodied as a method, of which
an example has been provided. The acts performed as part of
the method may be ordered in any suitable way. Accordingly,
embodiments may be constructed in which acts are per-
formed in an order different than illustrated, which may
include performing some acts simultaneously, even though
shown as sequential acts in illustrative embodiments.

Use of ordinal terms such as “first,” “second,” “third,” etc.,
in the claims to modify a claim element does not by itself
connote any priority, precedence, or order of one claim ele-
ment over another or the temporal order in which acts of a
method are performed, but are used merely as labels to dis-
tinguish one claim element having a certain name from
another element having a same name (but for use of the
ordinal term) to distinguish the claim elements.

Also, the phraseology and terminology used herein is for
the purpose of description and should not be regarded as
limiting. The use of “including,” “comprising,” or “having,”
“containing,” “involving,” and variations thereof herein, is
meant to encompass the items listed thereafter and equiva-
lents thereof as well as additional items.

What is claimed is:

1. A method of detecting subsurface activity, the method
comprising:

receiving vibrations with a first sensor positioned at a first

depth relative to a surface of the earth to generate a first
signal;

receiving vibrations with a second sensor positioned at a

second depth relative to the surface of the earth to gen-
erate a second signal, the second depth being greater
than the first depth;

detecting an event based on a comparison of features of the

first signal and the second signal during corresponding
time windows, the features comprising one or more of
relative amplitude of the first and second signals, relative
frequency content of the first and second signals, relative
time of values above respective thresholds in the first and
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second signals, and relative duration of values of the first
and second signals above the respective thresholds; and
providing an output to indicate detection of the event,
wherein detecting the event further comprises determining
that, during the first time window, the first signal has
frequency components in the range less than the primary
frequency components of the second signal during the
first time window by at least a threshold percentage.

2. The method of claim 1, further comprising detecting the
event comprises detecting primary frequency components in
a range having a lower boundary above about 50 Hz and an
upper boundary below about 350 Hz during a first time win-
dow of the second signal.

3. The method of claim 2, wherein the first sensor is less
than 3 meters below the surface.

4. The method of claim 3, wherein the second sensor is
buried greater than 3 meters below the surface.

5. The method of claim 1, wherein detecting an event
comprises:

identifying a time window during which a signal energy of

the second signal in a frequency range exceeds a thresh-
old;

applying a classifier to the features, the features comprising

at least relative amplitude and frequency of the first
signal and the second signal during the identified time
window.

6. The method of claim 5, wherein:

detecting an event further comprises separating the first

signal and the second signal into continuous and tran-
sient components; and

applying a classifier comprises applying a first classifier to

the transient components of the first signal and the sec-
ond signal and applying a second classifier to the con-
tinuous components of the first signal and the second
signal.

7. The method of claim 5, wherein the method further
comprises:

detecting a background vibration level for each of the first

and second sensors; and

prior to detecting events, offsetting the first and second

signals by the respective detected background vibration
levels.

8. The method of claim 5, wherein the method further
comprises:

smoothing the frequency domain representation by remov-

ing components at harmonics of 60 Hz.

9. A system for detecting underground activity, the system
comprising:

afirst sensor located at a first depth below the surface of the

ground, the first sensor having a first output indicative of
vibrations at the first depth;

asecond sensor located at a second depth below the surface

of the ground, the second depth being greater than the
first depth, and the second sensor having a second output
indicative of vibrations at the second depth; and

a processor configured to detect underground activity by

comparing features, the features comprising at least the
relative amplitude and frequency of the first output and
the second output, wherein detecting the underground
activity comprises determining that, during a first time
window, the first output has frequency components in a
range less than primary frequency components of the
second output during the first time window by at least a
threshold percentage.

10. The system of claim 9, wherein the first sensor and the
second sensor are vertically aligned and separated by a dis-
tance of at least two meters.
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11. The system of claim 10, wherein:

the first sensor and the second sensor comprise a first

sensor pair;

the system further comprises a plurality of like sensor pairs

disposed along a boundary, each of the plurality of like
sensor pairs having a first and second output and being
coupled to the processor; and

the processor is configured to detect underground activity

by comparing features comprising relative amplitude
and frequency of the first output and the second outputs
of each of the plurality of like sensor pairs and relative
duration of values above the respective thresholds of the
first and second outputs of each of the plurality of like
Sensor pairs.

12. The system of claim 11, wherein the processor is fur-
ther configured to identify a location of underground activity
along the boundary.

13. The system of claim 12, wherein the boundary is the
perimeter of a prison.

14. The system of claim 12, wherein the processor com-
prises a plurality of processing units, each processing unit
coupled to and processing the outputs of a subset of the
plurality of like sensors.

15. A non-transitory computer storage medium encoded
with computer-executable instructions that, when executed,
implement a method of subsurface activity detection, the
method comprising:

receiving a signal from each of a plurality of vibration

sensors positioned to measure vibrations of the earth, the
plurality of vibration sensors comprising at least an
upper sensor and lower sensor at a location, and each
signal representing a measured vibration measured with
arespective vibration sensor of the plurality of vibration
sensors;

identifying an interval in which the signal from the lower

sensor, or the upper sensor or both the lower sensor and
the upper sensor exceeds a threshold;

for the identified interval:

computing indications, the indications comprising at
least an indication of amplitude and an indication of
frequency content of the signals from the upper sensor
and the lower sensor;

comparing the computed indications for the upper sen-
sor to the computed indications for the lower sensor;
and

indicating an event based on the comparing indicating
that, during the identified interval, the signal from the
upper sensor has frequency components in a range
less than primary frequency components of the signal
from the lower sensor by at least a threshold percent-
age.

16. The computer storage medium of claim 15, wherein:

the indicating an event comprises selectively indicating an

event when a relative frequency and a relative amplitude
of the upper and lower sensors are characteristic of a
subsurface event.

17. The computer storage medium of claim 16, wherein:

the indicating an event comprises not indicating an event

when the relative frequency and amplitude of the upper
and lower sensors are characteristic of a surface event.

18. The computer storage medium of claim 16, wherein:

the indicating an event comprises indicating an event when

the relative frequency and amplitude of the upper and
lower sensors are characteristic of a subsurface event in
each of a plurality of intervals correlated in time.
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19. The computer storage medium of claim 15, wherein:

computing the indication of amplitude comprises separat-
ing the signals from the upper sensor and the lower
sensor into continuous and transient components; and

comparing the computed indications of amplitude and fre- 5
quency comprises comparing the computed indications
for the continuous components and separately compar-
ing the computed indications for the transient compo-
nents.
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